
   

        

                   

 

 

 

                

 

    

 

 

 

   

 

  

 

 

 

 

 

                                                                                                                                 

 

 

 

 

LED PCB Applications 

Brand Nichia PCB 2 Oz. Cupper 
 

• Linear applications 

• Architectural Lighting 

• Retrofit projects 

• General Illumination 

• Office lighting 

Part Number 757 Material Metal Core 

Number of LED 128 Size 1120 * 19 mm 

Color Temperature 2200-6500K Thickness 1.6mm 

DRIVER PERFORMANCE  

Input Voltage 48 volts Lumen Output 

 

4000K at 700mA, 5760 Lm 

4000K at 1050mA, 8420 Lm 

4000K at 1200mA, 9560 Lm 

 

Input Current 350-1400 mA  Luminous Efficiency 

 

180 Lm/w at 700mA 

167 Lm/w at 1050mA 

163 Lm/w at 1200mA 

 

Type Constant Current Set Wattage 

 

32W at 700mA 

50.3W at 1050mA 

58.8W at 1200mA 

 

            Linear 4 Foot   

Module Code: L128NI112019 

Module Description 

• Designed for multipurpose linear | Suitable for retrofit projects 

• Maximum efficiency and better heat dissipation | UL recognized module and ROHS components 

• Cuttable to 1 two-feet and 2 one-feet boards 
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350 – 1400 mA Constant Current for 4W, NCS series 

350-1800mA Constant Current for 6W, NVS series 

WORLD CLASS ILLUMINATION Inc. 
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